
Condensing Unit AC/HP
14 SEER

Key Features

R-410A ozone safe refrigerant

Internally protected against high temperature motor overload conditions

Anti-rust:Painted galvanized steel cabinet,1000 hours salt spray test

AHRI certified and ETL Listed

"Service valves feature sweat connections with easy-access gauge ports"
High quality condenser with inner-groove copper tube and Aluminum fin

Factory-installed high pressure switch

mideaac.com

“Beyond Your Expectation!”

Model Number: MOVE/MOVA



“Beyond Your Expectation!”

Super quiet design
Pro-Tuff full wrap
around hail guard 

1000 hour Salt
Spray coated 

coil throughout

Baked-on Powder
Paint finish

1.5 - 5 Ton
Capacities

Compact design
 for easy installation

wire grille & blade

 and transportation

Internal
safeguards
protects

 compressor

CONDENSING UNIT
AC/HP 14 SEER

0216

See More Units At:

mideaac.com



2 3 4

Standard Features
R-410A chlorine-free refrigerant

Compressor Sound Blanket

Internally protection against high temperature motor overload conditions

Anti-rust:Painted galvanized steel cabinet,1000 hours' salt spray test

"Service valves with sweat connections and easy-access gauge ports"

Factory-installed high pressure switch

Cabinet Features 
Unique sound control top design

compact design for easy installation and transportation

Wind Load compliant per Florida Building Code - 2010

Wire fan discharge grille

Steel louver coil guard 

Specifications - 14 SEER Condensing Units HP Specifications - 14 SEER Condensing Units AC

MOVE-42CN1-M14C MOVE-48CN1-M14C MOVE-60CN1-M14L

V-Ph-Hz 208/230V-1Ph-60Hz 208/230V-1Ph-60Hz 208/230V-1Ph-60Hz

A 24.1 29 28

A 40 50 45

Capacity  Btu/h 41000 46000 55500

SEER Btu/h.W 14 14 14

Capacity  Btu/h N/A N/A N/A

HSPF Btu/h.W N/A N/A N/A

Scroll/Copeland Scroll/Copeland Scroll/LG

PSC PSC PSC

Rated RPM r/min 1075 1075 1075

1/3 1/3 1/3

CFM 4200 4000 4269

dB(A) 67 67 67

Dimension(W×H×D) inch 28×33-3/16×28 28×33-3/16×28 29-1/8×33-3/16×29-1/8

Packing(W×H×D) inch 29x34-1/2x29 29x34-1/2x29 30-1/5x34-1/2x30-1/5

Net/Gross weight lbs 192/203 192/203 203/214

Liquid side/Gas side inch 3/8,3/4 3/8,7/8 3/8,7/8

144 144 135

Rated HP

Type

Refrigerant connection valve size

Outdoor coil type

Compressor type

Sale model

Outdoor unit

Shipping per STD40HQ

Outdoor fan motor

Outndoor sound level(sound pressure level )

Power supply

Minimum Circuit Amp

Max. Overcurrent Protection

Cooling

Heating

MOVE-18CN1-M14C MOVE-24CN1-M14C MOVE-30CN1-M14C MOVE-36CN1-M14C

V-Ph-Hz 208/230V-1Ph-60Hz 208/230V-1Ph-60Hz 208/230V-1Ph-60Hz 208/230V-1Ph-60Hz

A 12 17.6 18.7 21.9

A 20 20 30 35

Capacity  Btu/h 18000 23600 29000 34200

SEER Btu/h.W 14 14 14 14

Capacity  Btu/h N/A N/A N/A N/A

HSPF Btu/h.W N/A N/A N/A N/A

Scroll/Copeland Scroll/Copeland Scroll/Copeland Scroll/Copeland

PSC PSC PSC PSC

Rated RPM r/min 1075 1075 825 825

1/8 1/8 1/6 1/6

CFM 1581 2999 2999 2156

dB(A) 62 62 64 64

Dimension(W×H×D) inch 21-7/8×24-15/16×21-7/8 23-5/8×24-15/16×23-5/8 28×24-15/16×28 29-1/8×24-15/16×29-1/8

Packing(W×H×D) inch 22-9/10x26-1/4x22-9/10 24-7/10x26-1/4x24-7/10 29x26-1/4x29 30-1/5x26-1/4x30-1/5

Net/Gross weight lbs 121/128 130/137 148/157 152/161

Liquid side/Gas side inch 3/8, 3/4 3/8, 3/4 3/8, 3/4 3/8, 3/4

320 228 192 180

Type

Rated HP

Refrigerant connection valve size

Compressor type

Sale model

Outdoor coil type

Power supply

Minimum Circuit Amp

Max. Overcurrent Protection

Cooling

Heating

Outdoor fan motor

Outdoor unit

Outndoor sound level(sound pressure level )

Shipping per STD40HQ

Sale model 

V-Ph-Hz

AMPS

Capacity Btu/h

SEER Btu/h.W

Capacity Btu/h

HSPF Btu/h.W

Type

Rated RPM r/min

Rated HP

CFM

dB(A)

Body (W×H×D) inch

Packing(W×H×D) inch

Net/Gross weight  lbs

Liquid side/ Gas side  inch

AMPS

42000 48000 57000

14 14 14

40000 48000 56000

8.3 8.3 8.3

Scroll Scroll Scroll

PSC PSC PSC

1075 1075 1075

1/3 1/3 1/3

4219 4234 4269

67 67 67

200/216 213/229 240/255

144 144 135

28×29-7/8×28 28×33-3/16×28

29x34-1/2x2929x31-1/5x29

29-1/8×33-3/16×29-1/8

30-1/5x34-1/2x30-1/5

3/8 , 3/4 3/8, 7/8 3/8, 7/8

208/230V-1Ph-60Hz 208/230V-1Ph-60Hz 208/230V-1Ph-60Hz

MOVA-42HN1-M14 MOVA-48HN1-M14 MOVA-60HN1-M14

24.1 29 34.7

40 50 60

Power supply

Cooling

Heating

Compressor type

Outdoor fan motor

Outdoor coil type

Outdoor sound level (sound pressure level )

Outdoor unit

Refrigerant connection valve size

Shipping per STD40HQ

Minimum circuit amp

Max. overcurrent protection

208/230V-1Ph-60Hz 208/230V-1Ph-60Hz 208/230V-1Ph-60Hz 208/230V-1Ph-60Hz

Sale model 

V-Ph-Hz

AMPS

AMPS

Capacity Btu/h

SEER Btu/h.W

Capacity Btu/h

HSPF Btu/h.W

Type

Rated RPM r/min

Rated HP

CFM

dB(A)

Body (W×H×D) inch

Packing(W×H×D) inch

Net/Gross weight  lbs

Liquid side/ Gas side  inch

11.9 17.5 18.7 21.9

20 30 30 35

18000 23200 29000 36000

14.0 14 14 14

18000 22200 29800 34600

7.8 7.8 8.3 8.3

Scroll Scroll Scroll Scroll

PSC PSC PSC PSC

1075 1075 825 825

1/12 1/12 1/6 1/6

1581 1581 2999 3246

62 62 64 64

145/154 147/156 165/176 172/185

320 228 192 180

23-5/8×24-15/16×23-5/8

24-7/10x26-1/4x24-7/10

23-5/8×24-15/16×23-5/8

24-7/10x26-1/4x24-7/10

29-1/8×24-15/16×29-1/8

30-1/5x26-1/4x30-1/5

28×24-15/16×28

29x26-1/4x29

3/8, 3/43/8, 3/4 3/8, 3/4 3/8, 3/4

MOVA-18HN1-M14C MOVA-24HN1-M14C MOVA-30HN1-M14C MOVA-36HN1-M14

Power supply

Cooling

Heating

Compressor type

Outdoor fan motor

Outdoor coil type

Outdoor sound level (sound pressure level )

Outdoor unit

Refrigerant connection valve size

Shipping per STD40HQ

Minimum circuit amp

Max. overcurrent protection

Ultimate data changing right reserved by manufacturer. Ultimate data changing right reserved by manufacturer.

Ultimate data changing right reserved by manufacturer. Ultimate data changing right reserved by manufacturer.

Here’s an ideal combination of 
energy e�ciency and easy service
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2 3 4

Standard Features
R-410A chlorine-free refrigerant

Compressor Sound Blanket

Internally protection against high temperature motor overload conditions

Anti-rust:Painted galvanized steel cabinet,1000 hours' salt spray test

"Service valves with sweat connections and easy-access gauge ports"

Factory-installed high pressure switch

Cabinet Features 
Unique sound control top design

compact design for easy installation and transportation

Wind Load compliant per Florida Building Code - 2010

Wire fan discharge grille

Steel louver coil guard 

Specifications - 14 SEER Condensing Units HP Specifications - 14 SEER Condensing Units AC

MOVE-42CN1-M14C MOVE-48CN1-M14C MOVE-60CN1-M14L

V-Ph-Hz 208/230V-1Ph-60Hz 208/230V-1Ph-60Hz 208/230V-1Ph-60Hz

A 24.1 29 28

A 40 50 45

Capacity  Btu/h 41000 46000 55500

SEER Btu/h.W 14 14 14

Capacity  Btu/h N/A N/A N/A

HSPF Btu/h.W N/A N/A N/A

Scroll/Copeland Scroll/Copeland Scroll/LG

PSC PSC PSC

Rated RPM r/min 1075 1075 1075

1/3 1/3 1/3

CFM 4200 4000 4269

dB(A) 67 67 67

Dimension(W×H×D) inch 28×33-3/16×28 28×33-3/16×28 29-1/8×33-3/16×29-1/8

Packing(W×H×D) inch 29x34-1/2x29 29x34-1/2x29 30-1/5x34-1/2x30-1/5

Net/Gross weight lbs 192/203 192/203 203/214

Liquid side/Gas side inch 3/8,3/4 3/8,7/8 3/8,7/8

144 144 135

Rated HP

Type

Refrigerant connection valve size

Outdoor coil type

Compressor type

Sale model

Outdoor unit

Shipping per STD40HQ

Outdoor fan motor

Outndoor sound level(sound pressure level )

Power supply

Minimum Circuit Amp

Max. Overcurrent Protection

Cooling

Heating

MOVE-18CN1-M14C MOVE-24CN1-M14C MOVE-30CN1-M14C MOVE-36CN1-M14C

V-Ph-Hz 208/230V-1Ph-60Hz 208/230V-1Ph-60Hz 208/230V-1Ph-60Hz 208/230V-1Ph-60Hz

A 12 17.6 18.7 21.9

A 20 20 30 35

Capacity  Btu/h 18000 23600 29000 34200

SEER Btu/h.W 14 14 14 14

Capacity  Btu/h N/A N/A N/A N/A

HSPF Btu/h.W N/A N/A N/A N/A

Scroll/Copeland Scroll/Copeland Scroll/Copeland Scroll/Copeland

PSC PSC PSC PSC

Rated RPM r/min 1075 1075 825 825

1/8 1/8 1/6 1/6

CFM 1581 2999 2999 2156

dB(A) 62 62 64 64

Dimension(W×H×D) inch 21-7/8×24-15/16×21-7/8 23-5/8×24-15/16×23-5/8 28×24-15/16×28 29-1/8×24-15/16×29-1/8

Packing(W×H×D) inch 22-9/10x26-1/4x22-9/10 24-7/10x26-1/4x24-7/10 29x26-1/4x29 30-1/5x26-1/4x30-1/5

Net/Gross weight lbs 121/128 130/137 148/157 152/161

Liquid side/Gas side inch 3/8, 3/4 3/8, 3/4 3/8, 3/4 3/8, 3/4

320 228 192 180

Type

Rated HP

Refrigerant connection valve size

Compressor type

Sale model

Outdoor coil type

Power supply

Minimum Circuit Amp

Max. Overcurrent Protection

Cooling

Heating

Outdoor fan motor

Outdoor unit

Outndoor sound level(sound pressure level )

Shipping per STD40HQ

Sale model 

V-Ph-Hz

AMPS

Capacity Btu/h

SEER Btu/h.W

Capacity Btu/h

HSPF Btu/h.W

Type

Rated RPM r/min

Rated HP

CFM

dB(A)

Body (W×H×D) inch

Packing(W×H×D) inch

Net/Gross weight  lbs

Liquid side/ Gas side  inch

AMPS

42000 48000 57000

14 14 14

40000 48000 56000

8.3 8.3 8.3

Scroll Scroll Scroll

PSC PSC PSC

1075 1075 1075

1/3 1/3 1/3

4219 4234 4269

67 67 67

200/216 213/229 240/255

144 144 135

28×29-7/8×28 28×33-3/16×28

29x34-1/2x2929x31-1/5x29

29-1/8×33-3/16×29-1/8

30-1/5x34-1/2x30-1/5

3/8 , 3/4 3/8, 7/8 3/8, 7/8

208/230V-1Ph-60Hz 208/230V-1Ph-60Hz 208/230V-1Ph-60Hz

MOVA-42HN1-M14 MOVA-48HN1-M14 MOVA-60HN1-M14

24.1 29 34.7

40 50 60

Power supply

Cooling

Heating

Compressor type

Outdoor fan motor

Outdoor coil type

Outdoor sound level (sound pressure level )

Outdoor unit

Refrigerant connection valve size

Shipping per STD40HQ

Minimum circuit amp

Max. overcurrent protection

208/230V-1Ph-60Hz 208/230V-1Ph-60Hz 208/230V-1Ph-60Hz 208/230V-1Ph-60Hz

Sale model 

V-Ph-Hz

AMPS

AMPS

Capacity Btu/h

SEER Btu/h.W

Capacity Btu/h

HSPF Btu/h.W

Type

Rated RPM r/min

Rated HP

CFM

dB(A)

Body (W×H×D) inch

Packing(W×H×D) inch

Net/Gross weight  lbs

Liquid side/ Gas side  inch

11.9 17.5 18.7 21.9

20 30 30 35

18000 23200 29000 36000

14.0 14 14 14

18000 22200 29800 34600

7.8 7.8 8.3 8.3

Scroll Scroll Scroll Scroll

PSC PSC PSC PSC

1075 1075 825 825

1/12 1/12 1/6 1/6

1581 1581 2999 3246

62 62 64 64

145/154 147/156 165/176 172/185

320 228 192 180

23-5/8×24-15/16×23-5/8

24-7/10x26-1/4x24-7/10

23-5/8×24-15/16×23-5/8

24-7/10x26-1/4x24-7/10

29-1/8×24-15/16×29-1/8

30-1/5x26-1/4x30-1/5

28×24-15/16×28

29x26-1/4x29

3/8, 3/43/8, 3/4 3/8, 3/4 3/8, 3/4

MOVA-18HN1-M14C MOVA-24HN1-M14C MOVA-30HN1-M14C MOVA-36HN1-M14

Power supply

Cooling

Heating

Compressor type

Outdoor fan motor

Outdoor coil type

Outdoor sound level (sound pressure level )

Outdoor unit

Refrigerant connection valve size

Shipping per STD40HQ

Minimum circuit amp

Max. overcurrent protection

Ultimate data changing right reserved by manufacturer. Ultimate data changing right reserved by manufacturer.

Ultimate data changing right reserved by manufacturer. Ultimate data changing right reserved by manufacturer.

Here’s an ideal combination of 
energy e�ciency and easy service
Here’s an ideal combination of 
energy e�ciency and easy service
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iOS Version Android Version

Midea CAC After-service Application

iOS Version

Midea CAC News Application

Commercial Air Conditioner Division
Midea Group
Add.: West Region of Midea Commercial Air Conditioner Department, Industry Avenue, 

Beijiao, Shunde, Foshan, Guangdong, P. R. China 

Postal code: 528311

Tel: +86-757-26338346 Fax: +86-757-22390205

cac.midea.com         global.midea.com

Note: The data in this book may be changed without notice for further improvement 

on quality and performance.

Specifications - 14 SEER Condensing Units AC
MOVC-18CN1-M14G MOVC-24CN1-M14G MOVC-30CN1-M14G

V-Ph-Hz 208/230-1-60 208/230-1-60 208/230-1-60

A 9.1 11.3 13.9

A 15 15 20

Capacity  Btu/h 18,000 24,000 29,000

SEER Btu/h.W 14/12.2 14/12.2 14/12.2

Capacity  Btu/h N/A N/A N/A

HSPF Btu/h.W N/A N/A N/A

Rotary Rotary Rotary

PSC PSC PSC

Rated RPM r/min 1075 1075 825

1/8 1/8 1/6

Micro Channel Micro Channel Micro Channel

CFM 2050 2500 3050

dB(A) 62 62 62

Dimension(W×H×D) inch 23-5/8×24-15/16×23-5/8 28X24-15/16X28 29-1/8×24-15/16×29-1/8

Packing(W×H×D) inch 24-7/10x26-1/4x24-7/10 29X26-1/4X29 30-1/5x26-1/4x30-1/5

Net/Gross weight lbs 108/115 121/130 134/143

Liquid side/Gas side inch 3/8, 3/4 3/8, 3/4 3/8, 3/4

228 192 180

Type

Rated HP

Refrigerant connection valve size

Sale model

Compressor type

Power supply

Minimum Circuit Amp

Max. Overcurrent Protection

Cooling

Heating

Outdoor unit

Shipping per STD40HQ

Outdoor fan motor

Outndoor sound level(sound pressure level )

Outdoor coil type

Specifications - Three Phase R410A Condensing Units AC/HP

Specifications - Three Phase R410A Condensing Units AC/HP

Sale Model 

MCA

MOP

Refrigerant piping

Power supply

Cooling

Heating

Compressor type

Outdoor fan motor

Outdoor air ow

Outndoor sound level (sound pressure level )

Outdoor unit

Outdoor coil type

Capacity                     

SEER        

Capacity        

HSPF

Type

Rated RPM 

Rated HP

Dimension (W×H×D)

Packing (W×D×H)

Net/Gross weight  

Liquid side/ Gas side

V-Ph-Hz

Btu/h

Btu/h.W

Btu/h

Btu/h.W

AMPS

AMPS

RPM

CFM

dB(A)

inch

inch

lbs

inch

MOVB-36HN1-X14

35400

14

35400

8.2

14

20

Scroll

PSC

825

1/6

3246

63

29-1/8×24-15/16×29-1/8

30-1/5x26-1/4x30-1/5

170/183

3/8, 3/4

MOVB-48CN1-X14

46500

14

N/A

N/A

18.9

30

Scroll

PSC

1075

1/3

4034

67

28×33-3/16×28

29x34-1/2x29

205/216

3/8, 7/8

208/230V-3Ph-60Hz

Shipping per STD40HQ 180 144

MOVB-36CN1-X14

35400

14

N/A

N/A

14

20

Scroll

PSC

825

1/6

3246

60

29-1/8×24-15/16×29-1/8

30-1/5x26-1/4x30-1/5

161/174

3/8, 3/4

180

144

Sale Model 

MCA

MOP

Refrigerant piping

Power supply

Cooling

Heating

Compressor type

Outdoor fan motor

Outdoor air ow

Outndoor sound level (sound pressure level )

Outdoor unit

Outdoor coil type

Capacity                     

SEER        

Capacity        

HSPF

Type

Rated RPM 

Rated HP

Dimension (W×H×D)

Packing (W×D×H)

Net/Gross weight  

Liquid side/ Gas side

V-Ph-Hz

Btu/h

Btu/h.W

Btu/h

Btu/h.W

AMPS

AMPS

RPM

CFM

dB(A)

inch

inch

lbs

inch

Shipping per STD40HQ

MOVB-48HN1-X14

46000

14

47000

8.2

18.9

30

Scroll

PSC

1075

1/3

4034

67

28×33-3/16×28

29x34-1/2x29

216/227

3/8, 7/8

MOVB-60HN1-X14

57000

14

58000

8.2

21.7

35

Scroll

PSC

1075

1/3

4269

66

29-1/8×33-3/16×29-1/8

30-1/5x34-1/2x30-1/5

242/253

3/8, 7/8

135

MOVB-60CN1-X14

57000

14

N/A

N/A

21.7

35

Scroll

PSC

1075

1/3

4269

66

29-1/8×33-3/16×29-1/8

30-1/5x34-1/2x30-1/5

229/240

3/8, 7/8

135

208/230V-3Ph-60Hz

Ultimate data changing right reserved by manufacturer. Ultimate data changing right reserved by manufacturer.

14 SEER
Condensing Units

R410AR410A

1-1/2 -5 Ton1-1/2 -5 Ton
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