High efficiency,
reliable service




Here’s an ideal combination of
energy efficiency and easy service

A Coil is matched with the proper outdoor unit to provide top d cooling efficiency

and years of reliable service.

Multi- refrigerant
Coils are designed compatible with R410A and R22

refrigerant.

ngh quallty heat exchanger

Constructed of enhanced aluminum fins and mternally

grooved copper tubing.

Insulated cabinet

Evaporator cml cablnets are thermally insulated W|th f0|I

faced insulation to prevent sweating (Cased coil only).
i-position.installation

and many brand -name, p

system.



Cased A Coil Units- Specifications

Model MCPM3137ANOE
Dimension(WxHxD) 14-1/2x26x21
inch
Packing(WxHxD) 17-3/4x28-1/2x25
Net/ Gross weight Ibs 56/63
Model MCPM4248BNOB MCPM4248CNOB MCPM4860DNOB
Dimension(WxHxD) 17-1/2x30%21 21x30x%21 24-1/2x30%21
inch
Packing(WxHxD) 20-15/32x%32-7/8%24-13/32 24x32-7/8%24-2/5 27-1/2%32-7/8x24-2/5
Net/ Gross weight Ibs 78/83 83/88 87/92
Note: Ultimate data changing right reserved by manufacturer.
Uncased A Coil Units- Specifications
Model MCUV3137ANOE MCUV3137BNOE MCUV3137CNOE
Dimension(WxHxD) 13-3/8x22-2/5%20-1/2 16-3/8x22-2/5%x20-1/2 19-7/8%22-1/5%20-1/2
inch
Packing(WxHxD) 17-2/3%28-1/7%25 20-3/5%28-1/7%25 24-1/5%28-1/2%x25
Net/ Gross weight Ibs 28/32 28/32 28/32
Model MCUV4248BNOB MCUV4248CNOB MCUV4860DNOB
Dimension(WxHxD) 16-3/8x26-7/8%20-1/2 19-7/8%26-3/4%20-1/2 23-3/8x28x20-1/2
inch
Packing(WxHxD) 20-15/32%30-5/16%24-13/32 24x30-1/3%24-2/5 27-1/2%x30-1/3%24-2/5
Net/ Gross weight Ibs 46/51 48/53 50/55
Note: Ultimate data changing right reserved by manufacturer.
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Technology Inspires Passibilities






